APPLICATIONS OF Z-SERIES PRODUCTS
3.2.3[Using[Encoder{Qutput cont.

The output circuit is for line driver output. Connect each signal line according to the fol-
lowing circuit diagram.

Servopack Host controller
. Line receiver
Phase A 1ON20, PAO L ! R 2 2 5 PhaseA
icN-21] "PAO ¢ ip'; I lj 1 i
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1cN-23| -peO ! ipi I [:] 7 12
Phase C 1ON:24, PCO 4 A 1 "l PhaseC
1CN~25[ PCO_ | ip ! I [j 9
. : e[ ¢ e Ch_oke
' ! -] | coil
! ov = +5V
' ' +
1CN-19 - T l ov
47 1CN-36, B Smoothing
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}P: Represents twisted-pair cables Line receiver used: SN75175 manufactured b
y

Texas Instruments Inc. or
MC3486 (or equivalent)

R (termination resistor): 220 10 470
C (decoupling capacitor): 0.1 uF

2) 1/O signals are described below.

ouput ~ PO 10M-20
ouput — + PO 1on-21 P
ouput~  PBO 1022 e
ouput — + PO 1cn20 P
ouput oo 1on-2+ P
output — + P 1oN-2 P

Divided encoder signals are output.

Always connect these signal terminals when a position loop is formed in the host control-
ler to perform position control.

Set a dividing ratio in the following user constant.

 Dividing ratio setting | Cn-0A PGRAT |

The dividing ratio setting is not relevant to the gear ratio setting (Cn-24, 25) for the
electronic gear function of the Servopack for position control (SGDA-I][IP).
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